
  

Vanity basinVanity basin DimensionDimension WeightWeight Order numberOrder number

undercounter basin, with overflow, without tap platform,
underneath glazed, fixings for installation in wooden consoles
included, Ø 325 mm

   

    

ColorsColors       

00 White Alpin    

    

VariantVariant       

• Ø 325 mm 4.900 kilogram 0319320000

    

InfoboxInfobox   

Measurements of undercounter models represent interior measurements  

    

AccessoryAccessory   

Fixing for stone countertops, (with the exception of # 046651) 0.200 kilogram 005028

Push-open waste for washbasins with overflow 0.400 kilogram 005052

    

Recommended faucetsRecommended faucets   

Single lever basin mixer for concealed installation normal
spray, ceramic cartridge, aerator adjustable, connection type:
basic set for concealed installation, includes: visible parts,
recommended operating pressure 1 - 5 bar, Projection 174
mm,

C11070003

Single lever basin mixer for concealed installation normal
spray, ceramic cartridge, aerator adjustable, connection type:
basic set for concealed installation, includes: visible parts,
recommended operating pressure 1 - 5 bar, Projection 225
mm,

C11070004

Single lever basin mixer XL ceramic cartridge, projection 180
mm, flexible connection hoses 3/8", normal spray, chrome,
maximum temperature can be adjusted on installation,
recommended operating pressure 1 - 5 bar, with pop-up waste
set,

A11040001
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Single lever basin mixer XL ceramic cartridge, projection 180
mm, flexible connection hoses 3/8", normal spray, chrome,
maximum temperature can be adjusted on installation,
recommended operating pressure 1 - 5 bar, without pop-up
waste set,

A11040002

    

All drawings contain the necessary measurements which are subject to standard tolerances. They are stated in mm and are non-binding.
Exact measurements, in particular for customised installation scenarios, can only be taken from the finished piece.
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